The paper introduces a semi-analytical approach to analyze free vibration characteristics of stepped functionally graded (FG) paraboloidal shell with general edge conditions. The analytical model is established based on multi-segment partitioning strategy and first-order shear deformation theory. The displacement components along axial direction are represented by Jacobi polynomials, and the Fourier series are utilized to express displacement components in circumferential direction. Based on penalty method about spring stiffness technique, the general edge conditions of doubly curved paraboloidal shell can be easily simulated. The solutions about doubly curved paraboloidal shell were solved by approach of Rayleigh-Ritz. Convergence study about boundary parameters, Jacobi parameters et al. are carried out, respectively. The comparison with published literatures, FEM and experiment results show that the present method has good convergence ability and excellent accuracy.
Introduction
The stepped FG paraboloidal shells are very useful in the engineering. The vibration problems of the structures have always been the concern of the research: Fantuzzi et al. [1] investigated free vibration behavior of FG cylindrical and spherical shells. On the base of FSDT, Tornabene and Reddy [2] used the GDQ approach to investigate the vibration behavior of FGM shells and panels. Based on higher-order finite element method, Pradyumna and Bandyopadhyay [3] studied the vibration behavior of FG structures. Jouneghani et al. [4] also investigated the characteristics of FG doubly curved shells. Chen et al. [5] obtained the vibration characteristics of FG sandwich structure based on shear deformation theory. Wang et al. [6] [7] [8] [9] investigated the approach of Improved Fourier to study vibration phenomenon of various structures. Tornabene et al. [10] [11] [12] used the GDQ method to research four parameter FG composite structures. Fazzolari and Carrera [13] solved the vibration issues of FG structures based on Ritz minimum energy approach. Kar and Panda [14] studied vibration characteristics of FG spherical shell by FEM. Tornabene [15] focused on the dynamic behavior of FG structures. Zghal [16] investigated the vibration characteristics of FG shells. Kulikov et al. [17] dealt with a recently developed approach to analyze free vibration behavior of FG plates by the formulations of sampling surfaces. Kapuria et al. [18] developed a four-node quadrilateral element method to analyze dynamic vibration of FGM shallow shells. The doubly-curved paraboloidal shell is shown in Figure 2 . The displacement components of stepped FG paraboloidal shell are represented by U , V and W . In addition, the doubly curved paraboloidal shell is divided into H shell segments along axial direction [24, 25] . The doubly-curved paraboloidal shell is shown in Figure 2 . The displacement components of stepped FG paraboloidal shell are represented by U, V and W. In addition, the doubly curved paraboloidal shell is divided into H shell segments along axial direction [24, 25] . The Young's modulus E, Poisson's ratios ν and mass density ρ of two typical FG models are shown as follow [26] [27] [28] [29] [30] [31] [32] :
where z and p represent the thickness and power law exponent of the structure, respectively. We should note that the value of parameter p takes only positive values. The symbols a, b and c are the key parameters which affect the property of FG material largely. As the volume fraction, the total value of which should be the one. From Equations (1) and (2), we can easily get that the functionally graded material will be the isotropic material when the power law exponent equal to infinity or zero.
The variations Vc about various values of a, b, c and p are showed in Figure 3 . In addition, we should note that the distributions of volume fraction (2a) and (2b) are mirror reflections. Thus, the Variations Vc of FGMII are ignored in Figure 3 . The detailed descriptions of FG material are reported in Refs [34] [35] [36] . The Young's modulus E, Poisson's ratios ν and mass density ρ of two typical FG models are shown as follow [26] [27] [28] [29] [30] [31] [32] :
where c and m denote the ceramic and metallic constituents, respectively. The volume fractions V c are shown as follow [33] :
where z and p represent the thickness and power law exponent of the structure, respectively. We should note that the value of parameter p takes only positive values. The symbols a, b and c are the key parameters which affect the property of FG material largely. As the volume fraction, the total value of which should be the one. From Equations (1) and (2), we can easily get that the functionally graded material will be the isotropic material when the power law exponent equal to infinity or zero. The variations V c about various values of a, b, c and p are showed in Figure 3 . In addition, we should note that the distributions of volume fraction (2a) and (2b) are mirror reflections. Thus, the Variations V c of FGM II are ignored in Figure 3 . The detailed descriptions of FG material are reported in Refs. [34] [35] [36] . 
Energy Equations of Stepped FG Paraboloidal Shell
The displacements of i th segment in stepped FG paraboloidal shell are shown as below: 
The displacements of ith segment in stepped FG paraboloidal shell are shown as below:
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The strains of stepped FG paraboloidal shell are shown as follow
where
θz , k i ϕ , k i θ and k i ϕθ are given as:
For doubly curved paraboloidal shell, the symbols A and B are shown as below [37, 38] :
Based on Hooke's law, the stresses corresponding to strains can be expressed as:
where σ i ϕ and σ i θ are normal stresses; τ i ϕθ , τ i ϕz and τ i θz are shear stresses. The Q ij (z) are defined as follows:
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The force and moment resultants can be obtained as follow:
where κ is shear correction factor. A ij , B ij and D ij are obtained by following integral:
The strain energy of the select segment can be expressed from Equation (11) as shown:
To save the space of this paper, the Equation (11) can be expressed as
S , U i B and U i BC are shown in Appendix A. The maximum kinetic energy of the select segment can be obtained from Equation (12) as shown:
where the dot denotes the differentiation about time, whereas three integrals are defined as follows:
The energy in two sides of boundary springs can be expressed as:
where k t,0 (t = u, v, w, ϕ, θ) and k t,1 denote the value of springs at two sides. The energy in connective springs of two neighbor segments is expressed as:
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The total energy of the constraint conditions can be expressed as:
Displacement Functions and Solution
Proper selection of the admissible displacement function is a critical factor for the accuracy of final solution [39] [40] [41] [42] [43] . As displayed in literatures [44, 45] , classical Jacobi polynomials are valued in range of φ ∈ [−1, 1]. Typical Jacobi polynomials P (α,β) i (φ) of degree i are shown as below in present method.
where α, β > −1 and i = 2, 3, . . . Thus, the displacement functions of shell segments can be written in form of Equation (18) as shown:
where U m , V m , W m , ψ ϕm and ψ θm are unknown coefficients. n and m denote the semi wave number in axial and circumferential direction, respectively. M is highest degrees of semi wave number m. The total Lagrangian energy functions L can be obtained as it is shown in Equation (19):
The total Lagrangian energy function L is shown in Equation (20):
Substituting Equations (11), (12), (16), (18), (19) into Equation (20), then Equation (21) can be obtained as:
where K and M denote stiffness and mass matrixes, respectively. Q is unknown coefficient matrix. 
Analysis of Examples
The general boundary conditions are denoted by the abbreviations. Thus the abbreviations F, C, SD, SS and Ei respectively represent free, clamped, shear diaphragm, shear support and elastic boundary conditions. The material properties are chosen as: E m = 70 GPa, E c = 168 GPa, ρ c = 5700 kg/m 3 , Figure 4 shows the frequency parameter of stepped FGM I (a = 1; b = −0.5; c = 2; p = 2) doubly curved paraboloidal shell with different boundary parameters. We can get that the spring stiffness values in range of 10-10 10 E c can converge to stable, regardless of the kinds of spring. In other words, for clamped boundary condition, the spring stiffness can be assigned within the range of 10-10 10 E c . Based on the boundary parameters analysis, the general edge constraints are be provided as shown Table 1 . The relative percentage errors of stepped FGM I (a = 1; b = −0.5; c = 2; p = 2) paraboloidal shell with various Jacobi parameters are presented in Figure 5 . The results of α = β = 0 are selected as the reference values. We can easily conclude from Figure 5 that different Jacobi parameters will lead to almost the same results when n is a fixed value. The maximum relative error is less than 8 × 10 −8 . Thus, we can conclude that displacement functions consisting with Jacobi polynomial and Fourier series are perfectly appropriate. The most advantages of proposed method are the unified Jacobi polynomials, which make the displacement functions easier to select in contrast with other approaches. Figure 6 exhibits the results of stepped FG paraboloidal shell about truncation. We can get that the convergent results can be guaranteed when M is higher than 5. M is defined as the value of eight in this paper. 
Convergence Analysis
Substituting Equations (11), (12), (16), (18), (19) into Equation. (20), then Equation (21) can be obtained as:
where K and M denote stiffness and mass matrixes, respectively. Q is unknown coefficient matrix.
Analysis of Examples
The general boundary conditions are denoted by the abbreviations. Thus the abbreviations F, C, SD, SS and Ei respectively represent free, clamped, shear diaphragm, shear support and elastic boundary conditions. The material properties are chosen as: Figure 4 shows the frequency parameter of stepped FGMI (a = 1; b = −0.5; c = 2; p = 2) doubly curved paraboloidal shell with different boundary parameters. We can get that the spring stiffness values in range of 10-10 10 Ec can converge to stable, regardless of the kinds of spring. In other words, for clamped boundary condition, the spring stiffness can be assigned within the range of 10-10 10 Ec. Based on the boundary parameters analysis, the general edge constraints are be provided as shown Table 1 . The relative percentage errors of stepped FGMI (a = 1; b = −0.5; c = 2; p = 2) paraboloidal shell with various Jacobi parameters are presented in Figure 5 . The results of α = β = 0 are selected as the reference values. We can easily conclude from Figure 5 that different Jacobi parameters will lead to almost the same results when n is a fixed value. The maximum relative error is less than 8 × 10 −8 . Thus, we can conclude that displacement functions consisting with Jacobi polynomial and Fourier series are perfectly appropriate. The most advantages of proposed method are the unified Jacobi Table 2 exhibits the frequency parameter Ω of FGM I (a = 1; b = 0; c; p) about the value of H, and the verification model is a spherical shell. The results are compared with those in literature [46] . From Table 2 , we can conclude that the results will converge quickly as the value of H increase. We can also conclude that very high value of M is unnecessary. In addition, it can be obtained from Table 2 that the present method is strongly agreed with reference data. polynomials, which make the displacement functions easier to select in contrast with other approaches. Figure 6 exhibits the results of stepped FG paraboloidal shell about truncation. We can get that the convergent results can be guaranteed when M is higher than 5. M is defined as the value of eight in this paper. polynomials, which make the displacement functions easier to select in contrast with other approaches. Figure 6 exhibits the results of stepped FG paraboloidal shell about truncation. We can get that the convergent results can be guaranteed when M is higher than 5. M is defined as the value of eight in this paper. Table 3 shows the precision of the approach in solving free vibration behavior of stepped FG paraboloidal shell with clamed boundary condition, and all the FEM commercial program ABAQUS (S4R model) results have converged to stable when the element size is chosen as 0.03 m. In addition, it should be note that the homogeneous elements not graded elements [47] were used in this paper. From the comparison study, we can conclude that the present method is capable to analyze the vibration behaviors of stepped doubly curved paraboloidal shell with general boundary conditions. To further prove the effectiveness of this method, the experiment test focused on free vibration of cylindrical shell was carried out. It should be note that the cylindrical shell is isotropic. The material properties and geometrical parameters are chosen as: E = 210 GPa, ρ = 7850 kg/m 3 , ν = 0.3, R = 0.06 m, L = 0.3 m, h = 0.005 m. The boundary condition is free for isotropic cylindrical shell due to the of the restraints test environment. Figure 7 shows the test instrument and model. In experiment, the hammer was used to strike different positions of cylindrical shells in turn, and acceleration sensors with sensitivity of 100 mv/g were used to collect the vibration response at the same point. Then the time domain signals obtained by test were transformed into frequency domain signals by Fourier transform. The final results of frequencies are shown in Table 4 . For natural frequencies obtained by FEM commercial program ABAQUS (S4R model), it is obvious that the structure and material parameters are the same as the experiment, and it should be note that the results have converge to stable when the mesh size is 0.03 m. From Table 4 , it is easy to find that the present results closely agreed with experiment and FEM. For selected five modes, the maximum error of present method and experiment is 2.35%, and the maximum error of present method and FEM is 0.38%. The reason for the large error of present method with the test results are mainly the influence of elastic hoisting boundary and random error. The mode shapes obtained by three different methods are presented in Figure 8 .
Convergence Analysis
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Free vibration Behavior of Stepped FG Paraboloidal Shell
restraints test environment. Figure 7 shows the test instrument and model. In experiment, the hammer was used to strike different positions of cylindrical shells in turn, and acceleration sensors with sensitivity of 100 mv/g were used to collect the vibration response at the same point. Then the time domain signals obtained by test were transformed into frequency domain signals by Fourier transform. The final results of frequencies are shown in Table 4 . For natural frequencies obtained by FEM commercial program ABAQUS (S4R model), it is obvious that the structure and material parameters are the same as the experiment, and it should be note that the results have converge to stable when the mesh size is 0.03 m. From Table 4 , it is easy to find that the present results closely agreed with experiment and FEM. For selected five modes, the maximum error of present method and experiment is 2.35%, and the maximum error of present method and FEM is 0.38%. The reason for the large error of present method with the test results are mainly the influence of elastic hoisting boundary and random error. The mode shapes obtained by three different methods are presented in Figure 8 . Table 4 . For natural frequencies obtained by FEM commercial program ABAQUS (S4R model), it is obvious that the structure and material parameters are the same as the experiment, and it should be note that the results have converge to stable when the mesh size is 0.03 m. From Table 4 , it is easy to find that the present results closely agreed with experiment and FEM. For selected five modes, the maximum error of present method and experiment is 2.35%, and the maximum error of present method and FEM is 0.38%. The reason for the large error of present method with the test results are mainly the influence of elastic hoisting boundary and random error. The mode shapes obtained by three different methods are presented in Figure 8 .
(a) (b) Tables 5 exhibits the results of free vibration behaviors for stepped FG paraboloidal shell with various boundary conditions. From Table 5 , it is easy to find that the free vibration characteristics are not only influence by boundary conditions, but material parameters. To better reveal the vibration characteristics of the shell, some mode shapes are given in Figure 9 . Table 5 exhibits the results of free vibration behaviors for stepped FG paraboloidal shell with various boundary conditions. From Table 5 , it is easy to find that the free vibration characteristics are not only influence by boundary conditions, but material parameters. To better reveal the vibration characteristics of the shell, some mode shapes are given in Figure 9 . Table 6 shows the results of stepped FG paraboloidal shell with different power-law exponents, in which four values are included. From Table 6 , we can get that the boundary conditions and power-law exponents all will have important impact on the results of the structure. Table 7 shows the results of stepped FG paraboloidal shell with different thickness distributions. Four kinds of thickness distributions, i.e., h 1 :h 2 :h 3 :h 4 :h 5 = 0.04:0.045:0.05:0.055:0.06 are included. It is obvious that the thickness distributions affect the vibration behavior of stepped FG paraboloidal shell largely.
Figures 10-12 exhibit the frequency parameters Ω of stepped FG paraboloidal shell with various parameters a, b, c and p. From selected data, it could be found that a, b and c have a great deal of impact on the results of Ω. In addition, for parameters a and c, the smaller value will obtain the larger results. Figure 13 exhibits the results of stepped FG paraboloidal shell with various stiffness ratios and parameter p. It can be seen that no matter what value of parameter p, the vibration characteristics will decrease with E c /E m increasing. Table 6 shows the results of stepped FG paraboloidal shell with different power-law exponents, in which four values are included. From Table 6 , we can get that the boundary conditions and powerlaw exponents all will have important impact on the results of the structure. Figures 10-12 exhibit the frequency parameters Ω of stepped FG paraboloidal shell with various parameters a, b, c and p. From selected data, it could be found that a, b and c have a great deal of impact on the results of Ω. In addition, for parameters a and c, the smaller value will obtain the larger results. Figure 13 exhibits the results of stepped FG paraboloidal shell with various stiffness ratios and parameter p. It can be seen that no matter what value of parameter p, the vibration characteristics will decrease with Ec/Em increasing. 
Conclusions
The paper proposed a solving formulation to investigate the free vibration behaviors of stepped FG paraboloidal shell with general boundary conditions. The paper is based on multi-segment strategy and FSDT. The displacement functions are simulated by Jacobi polynomials and Fourier series. To obtain the general boundary conditions of stepped FG paraboloidal shell, the penalty method was adopted. The final modes solutions about FG paraboloidal shell were obtained by Rayleigh-Ritz method. The most discoveries of proposed method are unified Jacobi polynomials, which make the displacement functions easier to select. For convergence analysis, the influence of boundary parameters, numbers of shell segments etc. are examined. The accuracy of this method was verified by the comparison study with those obtained by published literature, FEM, and the experiment. The results of this paper can provide the reference data for future research. 
